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Vistor presses 
Doorbell on the DAS 
console 
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DAS console's CPU looks up the 
phone number of the tenant 
corrresponding to the button 

pressed and dials a predefined 
phone number. . 



CO switch processes call from DAS console as it would 
any normal call except that AIN Controlling Leg Treatment 
from the DAS OHD trigger and subsequent routing 
instructions are used to provide distinctive ringing/CW 
tones on the tenants line to indicate that it is the door. 
Switch based selective CW or T_Busy Trigger is applied 

for calls from the DAS on lines that do not already 
subscribe to CW. Note: if call blocking is enabled then it 
is honored and a Busy is returned to the DAS Console 
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^*An AlVl OHD Trigger is assigned 
against the DAS line. 
TheA INSCP identifies the dialed 



number as a tenant and instructs the 
SSP to route the call to the tenant's 
phone line and to apply distinctive 
ringing to the call. 
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Yes 



The Tenant's line needs to 

be provisioned with 
selective call waiting CLASS 

feature. Only calls from 
DAS will initiate Call Waiting 
feature. 
Alternatively, T_Busy 
Trigger could be assigned 
to all tenants. SCP would 
then determine if call should 
be offered to tenant's line 
based on CallerlD. If not 
from door, then SCP would 
route to busy treatment or 

forward call to network 
based voice mail system if 
applicable 
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Caller ID - Calling Name 
identification is set to "Front 
Door" 

TN of Front Door = "Front Door" 
in LIDB 




Tenant answers call and is 
connected to DAS console's 
speaker phone or handset. 



DAS Console filters out any 
DTMF tones introduced by 

the visitor through the 
microphone input. (Security 
Issue) 
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DAS Console filters out 
DTMF signal so that it is not 
audible to the visitor (security 
issue) 







Tenant presses a 


predefined DTMF key. 
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DAS Console Activates 
door release for a fixed 
time and indicates to the 
visitor that they can enter. 
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